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SPECIAL CHAINS - HEAVY INDUSTRY
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CHAIN FOR CENTRIFUGAL BUCKET ELEVATOR

CHAINS FOR THE CEMENT INDUSTRY
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SPECIAL CHAINS - HEAVY INDUSTRY

CHAINS FOR THE CEMENT INDUSTRY
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CHAIN FOR CENTRIFUGAL BUCKET ELEVATOR

CHAINS FOR THE CEMENT INDUSTRY

Chain
ref

Pitch
Width between 

inner plates
Roller

Ø

Width 
over the 

pins
ATTACHMENTS

P b1 d1 b4 h d E1 E2
5515-24 125 44 42 80,5 45,0 18 140 85
5479-31 160 44 42 80,5 45,0 18 140 100

5308-80 200 44 42 80,5 45,0 18 140 155
5343-51 250 50 50 82,0 52,5 18 160 190
5343-57 250 56 55 101,2 60,0 18 170 190

Pitch E2

h

Ø d1

b
1

b
4

E1

Ø d

63,5
Ø 22

Pas 250

147

h

10
5

14
9

58

Ø 63,5
Ø22

Pitch 250

147

h

10
5

14
9

58

5746-01
h : 60 mm

5746-02
h : 65 mm



Dimensions in mm

170

SPECIAL CHAINS - HEAVY INDUSTRY

CHAINS FOR THE CEMENT INDUSTRY

CHAIN FOR CENTRIFUGAL BUCKET ELEVATOR

Chain
ref

Pitch
Width between 

inner plates
Roller

Ø

Width 
over the 

pins
ATTACHMENTS

P b1 d1 b4 h d E1 E2
5816-01 135 39 50 81 41 15 135 60
5114-02 180 90 56 174 60 18 270 150
5343-24 250 65 85 139 95 22 240 147
5343-32 250 65 85 139 95 22 240 147
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CHAIN FOR CENTRIFUGAL BUCKET ELEVATOR

CHAINS FOR THE CEMENT INDUSTRY
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SPECIAL CHAINS - HEAVY INDUSTRY

CHAINS FOR THE CEMENT INDUSTRY

CARRIER CHAIN

SCRAPER CHAIN
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• Lubricates the articulation from inside
• Prevents maintenance
• Enhances the service life of the chainSE
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CHAIN FOR LINEAR RAW MATERIAL FEEDER

CHAINS FOR THE CEMENT INDUSTRY
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SPECIAL CHAINS - HEAVY INDUSTRY

CHAINS FOR THE CEMENT INDUSTRY

CHAINS FOR SCRAPER

Référence : 5343-53
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CHAINS FOR SCRAPER

CHAINS FOR THE CEMENT INDUSTRY
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SPECIAL CHAINS - HEAVY INDUSTRY

CHAINS FOR THE CEMENT INDUSTRY

CHAINS FOR SCRAPER

 

 

 

60

 18,20 

 363 

 
4

4
 

10
0

300

400
195

120

16
0

100

18
0

20
0

70

16
4

Ø25

10
3

220

Ø130

70

 

 

 

 1
00

 

 8
 

 77,50 

35

35

 50 

 60 

 1
20

 

 1
08

 

 48 

270
160

8

Ø90

15

Ø
15

Ø40

61
16

60
35

100

5087-28
Breaking load : 1200 kN

5409-07
Breaking load : 310 kN



Dimensions in mm

177

CHAINS FOR SCRAPER
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